
SPECIFICATIONS 

NEW‐ TRAILER MOUNTED SEWER JETTER 

 

This specification is general and indicates minimum requirements and in no way is intended to 

limit bidders or indicate any sole source procurement. The unit described below shall be a new 

trailer mounted sewer jetter that is the manufacturer’s latest design and production. Any units 

proposed shall have been available for sale in the USA for a minimum of three years. The unit 

shall have a standard factory supplied 1 year or greater warranty on major components as 

normally offered by the manufacturer.  Any extended warranty shall be from the manufacturer 

and not from the local distributor or insurance based. 

New diesel powered dual axle trailer mounted sewer jetter including the following: 

 70 HP or greater  4 cylinder diesel engine – Detroit, Cummins, Caterpillar, Ford, GM, or 

Volvo, electric start with over temperature and  low oil shut off protection, tachometer and 

hour meter. 

 600 gallon or greater non‐metallic tank, top filling, with ultraviolet protection, baffling and 

drain valve. 

 ¾ inch hose system with a minimum of 600 feet of hose, 10 foot leader hose and tiger tail. 

 Pivoting, automatic level winding hose reel with ¼ inch minimum steel hose reel 

construction and mechanical hose length counter.   

 Dual axle trailer with electric brake system with hand cranked tongue jack, ball or pintle 

hitch system, DOT approved travel lights and operator safety lights of either bar or beacon 

design, work flood light and trailer or fender mounted weatherproof tool box, lockable.  

 Triplex pump with electric clutch system with minimum 35 GPM flow at 2000 PSI, 

recirculation system, low water shut off protection and air purge system.    

 Shroud enclosure for pump and motor, lockable, painted or powder coated, white color. 

 NEMA 4 control panel, lighted, displaying all pertinent information required to safely 

operate the equipment.. 

 Pendant mounted control system for remote full function operator control of equipment, 

minimum length of 20 feet. 

 Three cleaning nozzles and standard manufacture’s root cutting kit containing a minimum 

of 4, 6 and 8 inch root cutter. 

All bid prices shall include costs for destination, delivery, set‐up, warranty and four hours of 

training. Town of Webster is Sales Tax Exempt with required identification number to be 

provided upon award 


